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STREETLIGHT PHOTOMETRIC TEST REPORT

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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STREETLIGHT ISOCANDELA DIAGRAM

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:

15345 30330 45315 60300 75285 90270 C0
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Classification:

IES:Type I - Medium
CIE:Narrow - Intermediate

CIE:Non-cut-off
IES:None cut-off

Max.At80:204.1cd/klm
Max.At90:0cd/klm
Max.80-90:204.1cd/klm

ISOCANDELA DIAGRAM

UNIT cd

Imax=100%  10471

90%   9423

80%   8376

70%   7329

60%   6282

50%   5235

40%   4188

30%   3141

20%   2094

10%   1047

 5%    524

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 3 Of 11

COEFFICIENT OF UTILIZATION CURVE
AND ISOLUX DIAGRAM
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ROAD SURFACE ISOLUX DIAGRAM
ILLUMINANCE AT MH=10 m,Enadir  = 42.18 lx

TO CONVERT TO OTHER MH,MULTIPLY BY FACTOR IN THE TABLE.

HEIGHT FACTOR

 5 m 4.000

 6 m 2.778

 7 m 2.041

 8 m 1.563

 9 m 1.235

10 m 1.000

11 m 0.826

12 m 0.694

13 m 0.592

14 m 0.510

15 m 0.444

16 m 0.391

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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ZONAL FLUX DIAGRAM

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:
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C0 C45 C90 C135 C180 C225 C270 C315   zone   total %lum,lamp  

DEG LUMINOUS INTENSITY:×10cd UNIT:lm

432.8 507.2 548.5 497.9 423.1 379.3 363.7 382.1 412.6 412.6 2.46,2.46

449.3 639.2 670.5 614.9 431.1 344.7 310.9 352.3 1310 1723 10.3,10.3

473.7 700.3 589.2 656.7 440.5 324.2 250.6 335.2 2222 3944 23.5,23.5

516.3 596.3 316.3 542.1 460.0 313.4 178.7 320.8 2797 6742 40.1,40.1

644.2 335.0 120.2 292.1 522.7 309.8 109.6 301.5 2881 9623 57.3,57.3

852.2 108.8 86.71 98.68 665.9 249.4 84.99 230.7 2816 12439 74,74

1027 61.33 65.43 58.54 886.8 68.94 56.81 71.16 2652 15090 89.8,89.8

342.9 32.09 26.43 29.63 231.4 27.06 8.082 26.16 1502 16592 98.8,98.8

0 0 0 0 0 0 0 0 208.5 16800 100,100

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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ISOCANDELA DIAGRAM

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:
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UNIT: cd

10% 1047
20% 2094
30% 3141
40% 4188
50% 5235
60% 6282
70% 7329
80% 8376
90% 9423

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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Planar Illuminance Curve

Planar Illuminance Curve
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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LCS REPORT

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:
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C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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BUG REPORT

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:

IESNA Luminaire Flux Distribution Table:

Zone Lumens Luminaire %

FL - Front-Low(0-30) 2436 14.5

FM - Front-Medium(30-60) 5022.4 29.9

FH - Front-High(60-80) 2060.3 12.3

FVH - Front-Very High(80-90) 127.39 0.8

Total Forward Light 9646.1 57.4

BL - Back-Low(0-30) 1508.3 9.0

BM - Back-Medium(30-60) 3471.9 20.7

BH - Back-High(60-80) 2092.8 12.5

BVH - Back-Very High(80-90) 81.138 0.5

Total Back Light 7154.1 42.6

UL - Uplight-Low(90-100) 0 0.0

UH - Uplight-High(100-180) 0 0.0

Total Up Light 0 0.0

BUG(Back,Up,Glare) Rating B3-U0-G3

Zone Downward

Lumens

Upward

Lumens

Total

Lumens

House Side 7154.1 0 7154.1

Street Side 9646.1 0 9646.1

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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ROAD ISOCANDELA REPORT

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:

1MH

2.25MH

3.75MH

6MH
1MH 1MH 1.75MH 2.75MH

Pavement Road

Type I Type II Type III Type IV

V.Short

Short

Medium

Long

70% 50% 20% 5% 2.5%

ROAD SURFACE ISOCANDELA DIAGRAM

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:
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LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--1 UNIT: ×10cd

0

0 423

5 426

10 433

15 441

20 449

25 460

30 474

35 491

40 516

45 561

50 644

55 734

60 852

65 1001

70 1027

75 794

80 343

85 28.8

90 0.00

15

423

436

455

479

507

546

589

635

687

742

789

816

817

755

570

322

98.5

26.0

0.00

30

423

447

482

528

588

643

683

706

710

686

618

500

349

196

77.0

48.8

34.1

15.7

0.00

45

422

456

507

575

639

684

700

673

596

477

335

198

109

73.7

61.3

48.3

32.1

17.4

0.00

60

422

465

531

607

664

687

661

578

451

301

178

108

84.8

74.3

64.0

50.2

32.4

16.2

0.00

75

422

469

543

622

671

675

616

500

355

216

132

98.5

87.0

79.1

67.1

46.3

29.1

17.0

0.00

90

422

472

549

626

671

664

589

466

316

190

120

96.5

86.7

78.3

65.4

42.9

26.4

7.56

0.00

105

422

468

539

614

661

661

596

481

338

207

126

96.1

85.1

76.9

64.9

43.9

27.7

15.5

0.00

120

422

463

523

593

644

661

628

543

419

277

166

103

82.4

72.0

61.1

46.4

30.0

14.8

0.00

135

421

453

498

557

615

650

657

622

542

427

292

174

98.7

71.2

58.5

45.0

29.6

15.2

0.00

150

422

443

473

512

562

605

632

645

639

603

528

414

276

139

64.3

46.4

32.5

13.8

0.00

165

422

431

445

464

488

515

542

573

607

643

675

689

673

589

408

207

53.5

28.0

0.00

180

423

422

423

427

431

436

440

447

460

483

523

581

666

819

887

675

231

27.1

0.00

195

423

413

406

400

396

393

392

392

392

396

405

428

465

512

510

311

48.1

25.7

0.00

210

423

406

391

379

369

362

357

355

355

361

374

391

399

355

218

59.1

35.5

15.8

0.00

225

422

400

379

361

345

333

324

317

313

313

310

295

249

160

68.9

44.3

27.1

8.89

0.00

240

422

395

371

347

327

308

290

271

252

232

207

173

122

74.7

58.6

39.5

19.1

5.71

0.00

255

422

392

365

338

314

289

261

228

194

158

123

94.3

81.8

73.3

59.1

31.6

12.5

2.13

0.00

270

422

392

364

336

311

282

251

218

179

139

110

94.2

85.0

75.7

56.8

29.6

8.08

0.86

0.00

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:



EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 11 Of 11

LUMINOUS DISTRIBUTION INTENSITY DATA

NAME: LED Tunnel Lights

SPEC.:

MFR.: ZGSM

TYPE:1M 3030

DIM.: 312*270*165mm 

SUR.:250*222 mm

WEIGHT:4.4kg

SERIAL No.:

Shielding Angle:

  (DEG)

C(DEG)
  Table--2 UNIT: ×10cd

285

0 422

5 393

10 366

15 340

20 316

25 290

30 261

35 231

40 195

45 156

50 122

55 101

60 87.5

65 77.0

70 61.6

75 33.0

80 12.6

85 2.02

90 0.00

300

422

396

373

350

331

314

296

274

248

219

186

147

104

76.4

60.9

40.6

19.0

5.59

0.00

315

421

400

382

365

352

342

335

328

321

314

301

279

231

148

71.2

45.5

26.2

9.85

0.00

330

422

408

396

385

379

375

373

373

375

387

401

414

410

354

220

65.9

34.3

15.0

0.00

345

422

416

412

409

409

411

415

420

425

436

459

496

541

590

562

342

52.2

20.7

0.00

C Range:  0 - 360DEG
C Interval: 15.0DEG

  Range:  0 -  90DEG
  Interval:  1.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.362
Temperature:25.3DEG Humidity:65.0%

Test Distance:10.480m [K=1.0000]Operators:DAMIN
Test Date:2018 Remarks:


